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1
SOUND REDUCTION SYSTEM

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims foreign priority benefits under 35
U.S.C. §119(a)~(d) to European patent application number
EP 13192055.5, filed Nov. 9, 2013, which is incorporated by
reference in its entirety.

TECHNICAL FIELD

The disclosure relates to a sound reduction system com-
prising a sound reduction device. The sound reduction device
comprises a sound reducing material. The system further
comprises a channel wherein a gaseous medium is arranged to
flow. The disclosure further relates to a method for reducing
sound.

BACKGROUND

Noise is a big source of concern in today’s society. Various
types of machines emit sounds of various frequencies. Cer-
tain frequencies louder than a certain decibel level are con-
sidered noise and must due to for instance regulations be
removed or reduced to below an allowable decibel level.

One example of such a machine is any type of engine,
pump or similar machine emitting sound which is considered
noise which cannot be dampened or absorbed with standard
sound absorbing or sound reducing means, such as resonators
orinsulation. This sound can be transported to various parts of
the engine and also to parts separate from the engine through
equipment attached to the engine.

This problem can for instance be found in high perfor-
mance engines which may emit high amplitude sound over a
wide range of frequencies. In some cases it is not possible to
absorb sound by enveloping the engine or the structure emit-
ting the sound with sound reducing or sound absorbing mate-
rials due to space constraints. In other cases cost reduces the
possibility to absorb sound, because having much isolation
material around ducts is expensive, especially in part price.

These problems can be found in for instance vehicles,
ventilation systems or processing plants where gaseous
media is transported.

There is thus a need for an improved sound reduction
system which can address the above mentioned problems.

SUMMARY

An object of the present disclosure is to provide a sound
reduction system where the previously mentioned problems
are avoided.

The disclosure relates to a sound reduction system com-
prising a sound reduction device. The sound reduction device
comprises a sound reducing material. The system further
comprises a channel wherein a gaseous medium is arranged to
flow. The sound reduction device is mounted inside the chan-
nel, thereby placing the sound reducing material inside the
channel.

By placing a sound reduction device comprising a sound
reducing material inside the channel, the effect is that sound
reducing material is placed inside the channel. This leads to
that sound propagating in the gaseous medium inside the
channel can be reduced. This is advantageous when, as
described above, there is no room for additional sound reduc-
ing or sound absorbing systems or devices which needs to be
placed on the outside of the channel.
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The channel may for instance be an air intake duct on a
vehicle engine, a ventilation duct in a ventilation system or a
pipe in which a gaseous medium flows in for instance a
processing plant such as arefinery or a paper mill. The system
according to the disclosure may also be advantageous if
changes to for instance an engine, fan or pump design lead to
that the frequency spectrum in the generated sound is changed
and all frequencies cannot be reduced in the current design.

The sound reduction device can be adapted to dampen
and/or absorb sound over a narrow frequency range or a large
frequency range depending on the type and design of sound
reducing material used in the sound reduction device.

The sound reduction device may comprise a supporting
structure and a frame arranged to be supported by the sup-
porting structure. The sound reducing material is placed in the
frame. By having a supporting structure the sound reduction
device can be allowed to be fitted to variety of different
channels with different cross section areas and geometries.
The frame comprises the sound reducing material and is
supported by the supporting structure which allows for an
easy placement of the sound reducing material inside the
channel.

The supporting structure of the sound reduction device
may be a closed structure. The frame may be placed in the
supporting structure such that the sound reducing material is
located inside the supporting structure. In order to allow for a
secure mounting of the sound reduction device, the support-
ing structure can take the shape of a closed structure. With
closed structure means a structure which for instance is cir-
cular, oval, rectangular or any similar shape. A closed struc-
ture provides for a better structural integrity of the supporting
structure. The supporting structure may of course be open,
such as for instance taking the shape of a semi-circle, a
semi-oval or a semi-rectangle and similar shapes.

The supporting structure may comprise a collar. The collar
is a part of the supporting structure which is wider than the
remainder of the supporting structure. The collar can for
instance take the shape of an elevated rim on the supporting
structure. The collar ensures that the sound reduction device
stays in place when mounted and prevents the sound reduc-
tion device from becoming dismounted from its intended
mounting location.

The sound reduction device may be removably mounted
inside the channel. The sound reduction device may be
securely mounted inside the channel for instance by welding,
gluing or by any other means of attaching the sound reduction
device to the channel. In some cases it is more advantageous
for the sound reduction device to be removably mounted
inside the channel. This is advantageous as the sound reduc-
ing material can be examined and replaced if necessary dur-
ing maintenance of the system. It is also advantageous if any
part of the sound reduction device has been damaged. The
collar may allow for an easy removal of the sound reduction
device as it may be undesirable to grab for instance the frame
in order to remove the sound reduction device.

The sound reducing material may be a solid member
placed in the frame and/or the sound reducing material may
comprise a fiber mat placed in the frame. Depending on the
type of sound being generated the sound reduction device can
be adapted accordingly by changing the type of sound reduc-
ing material placed in the frame.

If reduction of sound in a narrow spectrum of frequencies
is desired a solid member can be placed in the frame.

This has the effect that sound with certain frequencies is
effectively reduced as the solid member reduces the diameter
of the channel and thereby creates reflection that reduces
standing sound waves of certain frequencies.
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Thus, sound with certain wavelengths is reduced when they
the sound reduction device.

If a wider frequency spectrum of sound is to be reduced a
fiber mat can be placed in the frame. A fiber mat is fiber
material formed into a desired shape. The fiber mat effec-
tively absorbs the sound energy of the sound frequencies and
converts these to heat inside the fiber mat thereby reducing the
sound energy of these frequencies.

The frequencies reduced is determined by the choice of
sound reducing material, i.e., solid member or fiber mat; the
volume of'the frame, i.e., the amount of material placed in the
frame; and the area of the frame. Other characteristics related
to volume and area such as length of the frame and the width
of the frame can be used to tune the frequency spectrum
targeted. The solid member and the fiber mat can be used
alone or in combination. If used in combination one solid
member can be placed together with a fiber mat or one solid
member can be sandwiched between two fiber mats. Other
combinations of solid members and fiber mats are of course
conceivable.

The sound reduction device may further comprise a fasten-
ing arrangement attached to the frame, thereby keeping the
sound reducing material from escaping from the frame.
Depending on the type of sound reducing material used in the
frame a fastening arrangement may be used in order to ensure
that the sound reducing material stays in the frame. This is
primarily used when a fiber mat is used.

The sound reduction device may be arranged to be disas-
sembled. In order to be able to change the sound reducing
material it is advantageous to be able to disassemble the
sound reduction device. This removes the need for changing
the complete sound reduction device when a different spec-
trum of frequencies is desired to be reduced. For instance, an
entire frame can be replaced by a frame having a different
sound reducing material or the frame itself can be disas-
sembled and the sound reducing material replaced. The frame
is then reinserted into the supporting structure and the sound
reduction device is ready for installation.

The sound reducing material may be one of or a combina-
tion of plastic, metal, glass fiber, polar fleece or polyurethane.
In case of a solid member the plastic or metal may be perfo-
rated in order to change the characteristics of the sound reduc-
tion. One such example of micro-perforated plates and their
manufacture is described in WO 97/27370.

The frame may be acrodynamically shaped such that the
pressure drop of the gaseous medium over the frame is
reduced. As the sound reduction device is placed in the path of
a flowing gaseous medium a pressure drop will be experi-
enced when the gaseous medium passes the sound reduction
device. In order to reduce the pressure drop the sound reduc-
tion device is made to take an aerodynamical shape. A cross-
section along the length direction of the frame may for
instance be wing-shaped. The sound reduction device may
also follow the shape of the channel if the channel is not
straight where the sound reduction device is mounted.

The supporting structure and frame may be made of a
plastic and/or a metal such as aluminum or stainless steel, the
supporting structure and frame preferably being made of the
same material as the channel in which it is placed. Having the
sound reduction device and the channel made of the same
material is preferable as wear will be similar to the channel
and the sound reduction device. Galvanic risks are also
reduced by having the same material, especially for metal
wear or design. This for instance leads to that service intervals
will not have to be determined by material wear in the sound
reduction device.
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The pressure of the gas in the channel can be above atmo-
spheric pressure, at atmospheric pressure or below atmo-
spheric pressure. The sound reduction system can thus be
used in any kind of pressure conditions in the channel.

The system according to the disclosure can be placed in a
vehicle where the channel in which the sound reduction
device is placed is an air intake channel in the engine.

The disclosure further relates to a method for reducing
sound in a channel wherein a gaseous medium flows. The
method comprises:
providing a sound reduction device comprising a sound

reducing material;
mounting the sound reduction device inside the channel,

thereby placing the sound reducing material inside the
channel.

The method may further comprise:
removably mounting the sound reduction device is inside the

channel.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 schematically shows a sound reduction device
according to the disclosure;

FIG. 2 schematically shows a sound reduction system
according to the disclosure;

FIG. 3 schematically shows an exploded view of a sound
reduction device according to the disclosure; and

FIG. 4 schematically shows the effect of the sound reduc-
tion system in an engine with the system installed compared
to an engine without the system.

DETAILED DESCRIPTION

As required, detailed embodiments are disclosed herein.
However, it is to be understood that the disclosed embodi-
ments are merely exemplary and that various and alternative
forms may be employed. The figures are not necessarily to
scale. Some features may be exaggerated or minimized to
show details of particular components. Therefore, specific
structural and functional details disclosed herein are not to be
interpreted as limiting, but merely as a representative basis for
teaching one skilled in the art.

FIG. 1 schematically shows a sound reduction device 1
used in a sound reduction system (not shown) according to the
disclosure. The sound reduction device 1 comprises a sup-
porting structure 2 and a frame 3. The frame 3 is arranged to
be supported by the supporting structure 2. A sound reducing
material 4 is placed in the frame 3. The sound reduction
device 1 further comprises fastening means 5 arranged to
secure the frame 3 to the supporting structure 2 by means of
interacting with openings 6 in the supporting structure 2.

The frame 3 has a length [. measured from a frame front
edge 7 to a frame rear edge 8. The frame 3 further has a
thickness T measured from a top side 9 of the frame 3 to a
bottom side 10 of the frame 3 and a width W measured in a
direction perpendicular to both the thickness T and the length
L. The length L, thickness T and width W determines the area
and volume of the frame 3. The area and volume are adapted
depending on which frequencies are desired to reduce. The
thickness T can be the same over the entire length L. of the
frame or vary over the entire length L. Similarly the width W
can be the same over the entire length L and/or thickness T or
vary over the length [ and/or thickness T.

In FIG. 1 the frame 3 is supported by the supporting struc-
ture 2 such that the sound reducing material 4 is located inside
the supporting structure 2. It is possible to have other con-
figurations wherein the frame 3 is supported by the support-
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ing structure 2 such that the sound reducing material 4 is
located outside of the supporting structure 2. The supporting
structure 2 in FIG. 1 is closed and is essentially oval shaped.

The supporting structure 2 further comprises a collar 11
located along a front edge () of the supporting structure 2. The
collar 11 is a portion of the supporting structure 2 which has
a larger circumference than the remaining supporting struc-
ture 2.

Ascan be seen from FIG. 1, the frame 3 is aecrodynamically
shaped with a cross section in the shape of an airfoil or wing.
The frame 3 may be curved as in FIG. 1, but it may also be
straight depending on the desired characteristics of the frame
3.

FIG. 2 schematically shows a sound reduction system 12
according to the disclosure. The sound reduction system 12
comprises a channel 13 and a sound reduction device 1
mounted inside the channel 13. This particular system is
taken from a vehicle engine (not shown) where the channel 13
is an air intake channel. The sound reduction device 1 is
placed after the air filter (not shown), i.e. the gaseous medium
is inthis case clean air. The sound reduction device 1 is placed
before a compressor (not shown) in the clean air system of the
engine. Further illustrated in FIG. 2 is a resonator 14 with
resonator openings 15. As can be seen the sound reduction
device 1 is placed inside the channel 13 such that it does not
interfere with the resonator openings 15 thereby comple-
menting already present sound reducing components of the
engine.

The channel 13 in FIG. 2 comprises a first channel part 16
and a second channel part 17. In FIG. 2 the first channel part
16 is enclosed by the second channel part 17. The sound
reduction device 1 is mounted in the channel 13 such that the
collar 11 rests against a first channel part edge 18. This
arrangement allows for the sound reducing material 4 to be
placed in the desired location in the channel 13. The location
of the sound reducing material 4 in the channel 13 is deter-
mined by the shape of the channel 13 and the location of other
sound reducing components. Adapting the supporting struc-
ture 2 and the placement of the sound reducing material 4 in
relation to each other are adaptations which fall well within
the scope of the disclosure.

As can be seen from FIG. 2 the frame 3 follows the curved
shape of the channel 13 as well as having a cross section
which is aerodynamic. This ensures that a low pressure drop
is achieved over the sound reduction device 1. The frame 3 is
placed horizontally in the channel 13 in FIG. 2. This is merely
an example of an orientation of the frame 3. Depending on the
layout of for instance other sound reducing components, the
frame 3 can be oriented vertically or at an angle between
horizontally and vertically.

FIG. 3 schematically shows an exploded view of a sound
reduction device 1 according to the disclosure. FIG. 3 illus-
trates how the sound reduction device 1 is assembled and
similarly can be disassembled. The frame 3 comprises a first
frame part 19 and a second frame part 20 in between which a
sound reducing material 4 is placed. This is in this example
illustrated by a solid member. The first frame part 19 and
second frame part 20 are after being assembled optionally
covered by a first fastening arrangement 21 and a second
fastening arrangement 22. The first fastening arrangement 21
and second fastening arrangement 22 are, as described above
mainly used when a fiber mat is placed in between the first
frame part 19 and second frame part 20. After assembly of the
frame 3, the frame 3 is inserted into the supporting structure
2. Fastening means 5 on the frame 3 may form for instance a
snap-in connection with the corresponding openings 6 on the
supporting structure 2. The supporting structure 2 is prefer-
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ably flexible such that it expands when the frame 3 is inserted,
thereby ensuring a secure snap-in fit with the frame 3. The
fastening means 5 comprises in this example three protru-
sions on each longitudinal side interacting with correspond-
ing openings on the supporting structure 2. The fastening
means 5 may alternatively take the shape of rails or a similar
elongated protrusion on the frame 3 and a corresponding
elongate slit on the supporting structure 2. The sound reduc-
tion device 1 can be disassembled in the reverse order.

The fastening means 5 can alternatively to a snap-in con-
nection be melted or welded, depending on the material of the
supporting structure 2 and frame 3, to firmly secure the frame
3 to the supporting structure 2. The first frame part 19 and
second frame part 20 can similarly be assembled securely by
melting or welding, or have frame fastening means (not
shown) which allows disassembly of the frame 3.

FIG. 4 schematically shows a diagram showing the effect
of'the sound reduction system 12 in an engine with the system
installed compared to an engine without the system. The
x-axis in the diagram represents frequency measured in Hz.
The y-axis represents the measurement of the sound pressure
measured in dB(A). The dashed line indicates measurements
made without the sound reducing system. As can be seen for
some frequencies around 2200 Hz and 2500 Hz the sound
pressure exceeds 100 dB(A). The solid line represents mea-
surements made with the sound reduction system 12. For
higher frequencies above ca 1150 Hz a reduction in the sound
pressure can be observed. The effect in this particular
example is greatest for higher frequencies and it can be
observed that sound pressure does not exceed 100 dB(A) for
any frequencies measured.

The diagram is merely intended to illustrate the effect of
the inventive system and is not to be seen as a limiting
example. The invention, depending on the design ofthe sound
reduction device 1, is effective over a wider frequency range
than illustrated in FIG. 4.

FIGS. 2 and 4 relate to an air intake duct in a vehicle engine.
This is merely an illustrative example and is not intended to be
limiting for the application of the invention. Alternative appli-
cations wherein similar effects can be achieved can for
instance be in channels in a ventilation system or in a system
comprising a pump pumping a gaseous medium.

As will be realized, the disclosure is capable of modifica-
tion in various obvious respects, all without departing from
the scope of the appended claims. Accordingly, the drawings
and the description are to be regarded as illustrative in nature,
and not restrictive.

While exemplary embodiments are described above, it is
not intended that these embodiments describe all possible
forms of the invention. Rather, the words used in the specifi-
cation are words of description rather than limitation, and it is
understood that various changes may be made without depart-
ing from the spirit and scope of the invention. Additionally,
the features of various implementing embodiments may be
combined to form further embodiments of the invention.

What is claimed is:

1. A sound reduction system comprising:

a sound reduction device including a supporting structure,

a frame configured to be supported by the supporting
structure, and a sound reducing material configured to be
supported by the frame, wherein the supporting struc-
ture is a closed structure, and the frame is positionable in
the supporting structure such that at least a portion of the
sound reducing material is located inside of the support-
ing structure, and wherein the supporting structure
includes multiple openings and the frame includes mul-
tiple protrusions that are each receivable in a respective
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opening of the supporting structure to fasten the frame to
the supporting structure; and

a channel in which a gaseous medium is flowable;

wherein the sound reduction device is mountable inside the

channel to position the sound reducing material inside
the channel, such that the frame and the sound reducing
material extend beyond the supporting structure
upstream and downstream of the supporting structure.

2. The sound reduction system according to claim 1
wherein the sound reducing material is positionable in the
frame.

3. The sound reduction system according to claim 2
wherein the supporting structure comprises a collar.

4. The sound reduction system according to claim 1
wherein the sound reduction device is removably mountable
inside the channel.

5. The sound reduction system according to claim 2
wherein the sound reducing material comprises a solid mem-
ber placed in the frame and/or the sound reducing material
comprises a fiber mat placed in the frame.

6. The sound reduction system according to claim 2
wherein the sound reduction device further comprises a fas-
tening arrangement attached to the frame for keeping the
sound reducing material from escaping from the frame.

7. The sound reduction system according to claim 2
wherein the sound reduction device is configured to be dis-
assembled.

8. The sound reduction system according to claim 1
wherein the sound reducing material is one of or a combina-
tion of glass fiber, polar fleece or polyurethane.

9. The sound reduction system according to claim 2
wherein the frame is aerodynamically shaped to reduce pres-
sure drop of the gaseous medium over the frame.

10. The sound reduction system according to claim 9
wherein a cross-section of the frame is wing-shaped.

11. The sound reduction system according to claim 2
wherein the supporting structure and frame are made of a
plastic and/or a metal.

12. The sound reduction system according to claim 2
wherein the supporting structure and the frame are made of
the same material as the channel.

13. The sound reduction system according to claim 1
wherein the channel is configured to receive the gaseous
medium above atmospheric pressure, at atmospheric pressure
or below atmospheric pressure.

14. A vehicle comprising the sound reduction system
according to claim 1, wherein the channel is an air intake
channel.
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15. The sound reduction system according to claim 1 fur-
ther comprising a resonator disposed outside of the channel,
wherein the channel includes multiple resonator openings
that open to the resonator, and wherein the sound reducing
material extends over at least some of the resonator openings
when the sound reduction device is mounted inside the chan-
nel.
16. A method for reducing sound in a channel wherein a
gaseous medium is flowable, the method comprising:
providing a sound reduction device comprising a support-
ing structure, a frame configured to be supported by the
supporting structure, and a sound reducing material con-
figured to be supported by the frame, wherein the sup-
porting structure includes multiple openings and the
frame includes multiple protrusions that are each receiv-
able in a respective opening of the supporting structure;

snap fitting the frame together with the supporting struc-
ture; and

mounting the sound reduction device inside the channel to

position the sound reducing material inside the channel,
such that the frame and the sound reducing material
extend beyond the supporting structure upstream and
downstream of the supporting structure.

17. A sound reduction system comprising:

a sound reduction device including a supporting structure,

a frame configured to be supported by the supporting
structure, and a sound reducing material configured to be
supported by the frame, wherein the supporting struc-
ture is a closed structure, and the frame is positionable in
the supporting structure such that at least a portion of the
sound reducing material is located inside of the support-
ing structure, and wherein the supporting structure
includes multiple openings and the frame includes mul-
tiple protrusions that are each receivable in a respective
opening of the supporting structure to fasten the frame to
the supporting structure; and

a channel in which a gaseous medium is flowable, the

channel including multiple resonator openings that are
alignable with a resonator that is arrangeable outside of
the channel and that has a hollow chamber;

wherein the sound reduction device is mountable inside the

channel such that the sound reducing material is posi-
tionable inside the channel and over at least some of the
resonator openings.

18. The sound reduction system according to claim 17
wherein the sound reducing material is positionable in the
frame.



